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01 Placement of new motor CJJ 13-01-2025

01 First issue FSN TLL 07-10-2021
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X

Paint system:

Standard

918

1570

1200

255 255

4

2

4

280

1300

0

775

0

1
3

5
5

3
4

2
3

4
8

9
5

4895

OUTLET

INLET

OUTLET

INLET

OUTLET

INLET

OUTLET

INLET

1
1

4
,
3

n

DIMENSIONS COMPACT WELD NECK FLANGE

for all water/glycol connections

3x1/2" BSPT
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NOTE:

1 - Blind flanges mounted here if configured with single water/glycol connection.

2 - Crane lifting points if feet brackets are converted to lifting lugs as explained on view D.

     Using eye-bolts and lifting spreader beams are mandatory.

3 - Vibration dampers are loose supply with the package.

4 - Installation height includes standard insulation and vibrationdampers.
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Empty weight (kg):

Weight information (Approx.):

Max. operating weight (kg):
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Unit color (RAL):

Paint information:

Motor in the unit color: Yes No

X

Paint system:
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NOTE:

1 - Blind flanges mounted here if configured with single water/glycol connection.

2 - Crane lifting points if feet brackets are converted to lifting lugs as explained on view D.

     Using eye-bolts and lifting spreader beams are mandatory.

3 - Vibration dampers are loose supply with the package.

4 - Installation height includes standard insulation and vibrationdampers.

Rotate feet bracket 180°

to convert to lifting lug
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For more accurate transport dimensions, please contact Mayekawa Europe one week in advance of foreseen shipment date.
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